+105°C, High Ripple Current(E#4;]), Long Life Assurance(RZn)

FEATURES

1. High ripple current at high frequency,load life of 10000~12000 hours at 105°C
2. For electronic ballast

SPECIFICATIONS
item o | Performance Characteristics
'Operating Temperature Range | 4010 +105T -251t0 +105TC
Rated Workln_g_\.fqlﬁg_e Range 160 to 400V 450V
Nominal Capacitnace Range | 6.8 to 220pF

Capacn:anoe Tolerance +20%(120Hz, +20C)

Leakage Current 1<£0.02CV-+10(uA) after 2minutes at +20°C

Dissipation Factor Working Voltage(V) 160 200 250
tand (120Hz,20C) tand(max.) 0.08 0.08 0.08
Low Temperature Characteristics Impedance ratio max. at 120Hz
i Working Voltage(V) 160 200 250
Z-25°C/Z+20°C 3 3 3

| Z-40°C/Z+20°C 6 6 6

High Temperature Loading
the capacitors shall meet the following requirements.
Capacitance change : within £20% of the initial value

tand: =200% of initial specified value

Leakage current : = Initial specified value

'Shelf Life After leaving capacitors under no load at 105°C for 1000hours,

Others _ ) JIS C-5101(IEC 60384)

CASE SIZE TABLE
Safety vent for $ 2 6.3 ¢D 10 [ 125 ) 16 | 18
t F 5.0 5.0 7.5 75
g $d$0.05, = 4d 06 06 08 08
o (L<20) 1.5
~) - 5} (D<20)0.5
" L+amax  15min 4m|n ¢D + p max
~ Unit : mm
RIPPLE CURRENT MULTIPLIER
Frequency Coef'l_i'r.:i_é.n't _
Frequency 60Hz 120Hz 1kHz  10kHz 100kHz
Coefficient | 040 050 080 080  1.00

PART NUMBER SYSTEM(EXAMPLE:160V22 1 F)

23 456 ? 9 10 1112 1314
RH 226 20 (_i 20

R 2206 G RR
L Type(Radial bulk)
CaSL Length(2(imm)
Dld.mclcrfllln‘nm
Voltage( 160V)
Tolerance( = 20%%)
Capacitance( 22 p F)
Series

—E-CAP

fqm

|erd =

350 400

0.08 0.08

350 400
5 5
6 6

After application of the rated voltage at 105°C for 10000hours(®=10),12000hours(®>10),

| capacitors shall meet specified value for load life characteristics listed above.

(L220)2.0
(D220) 1.0

1=0.03CV+10(pA) after 2minutes at +20C

450
0.12

450
6
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